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MAXSELL

(SHRE) -

ELECTRONIC MOTORISED SAFES

OES-22 FOR LAPTOPS

PRODUCT CODE : OES-11

' SIZEEXTERNAL  : CMS (W) 35 X (H) 26 X (D) 24.5
INCHES (W) 13.8 X (H) 10.2 X (D) 9.6
A WEIGHT © 12.0KGS

Laptop
Compatible

PR_PDUCT CODE : OES-22
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PRODUCT (|IODE : OES-33

S ( 8.1X (D) 20
NCHE ) 11 X (H)7.1X(D) 7.8
: 8.0KGS
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MAXSELL

OAFE) o

ELECTRONIC MOTORISED SAFES
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Shelf creates additional space for storage

r— PRODUCT CODE : OES-44

SIZE EXTERNAL : CMS (W) 44 X (H) 31.9X (D) 35
MAXSeELL INCHES (W) 17.3 X (H) 12.5 X (D) 13.7
WEIGHT . 22.0KGS
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MAXSELL

>

PISTOL / FLOOR
SAFE

PRODUCT CODE : OES-66

PRODUCT CODE : OES-55

SIZEEXTERNAL ~ : CMS (W) 23 X (H) 8 X (D) 38 SIZEEXTERNAL  : CMS (W) 41.5 X (H) 50 X (D) 35
INCHES (W) 9 X (H) 3.1 X (D) 14.9 INCHES (W) 16.3 X (H) 19.6 X (D) 13.7
WEIGHT : 6,50 KGS WEIGHT : 32.0KGS
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MAXSELL
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(SAFE)

FIRE WARRIOR" ﬁ”m‘
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S 500 Max. heat of wooden house on fire 620"~780
5 400 Ensuring the inner temperature less than 118°C,
T a0 . 180°C while exposed in 1030°C flame for one hour.
200 Max. Temp. in Safe allowed /
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* Heavy duty vault style door and * Strong locking mechanism and * Digital Lock out system-when a
hinges. locking bolts. wrong code is entered three times.
* Seamles moulded case. * Live action locking bolts secure the * Alarm activation when wrong code is

door in place. entered three times on end.
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; 1. Special Fireproof Stuffing material (cellulose
M Ax S E L L concrete )
2. Ensuring the inner temperature less than
F
4 SAFE ELECTRONIL
- Digital Lock out system-when a wrong code
FIRE WARRIORTM Proof is entered three times.

Alarm activation when wrong code is

118 deg.c, while exposed in 1030° flame

for one hour.

Confirm to UL test standards.

Strong locking mechanism and locking bolts.

Live action bolts secure the door in place.

o v kW

~N

entered three times.

PRODUCT CODE : ES FP-99

MAXSELL SIZE EXTERNAL : CMS (W) 60 X (H) 99 X (D) 57
INCHES (W) 23.6 X (H) 39 X (D) 22.4
WEIGHT : 200.0 KGS

PRODUCT CODE : ES FP-77

SIZE EXTERNAL : CMS (W) 50 X (H) 77 X (D) 49
INCHES (W) 19.7 X (H) 30.3 X (D) 19.3

WEIGHT : 115.0 KGS
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PRODUCT CODE : ES FP-55 PRODUCT CODE : ES FP-11

SIZE EXTERNAL : CMS (W) 46 X (H) 60 X (D) 47 SIZE EXTERNAL : CMS (W) 49.5 X (H) 37.6 X (D) 39
INCHES (W) 18.1 X (H) 23.6 X (D) 18.5 INCHES (W) 19.5 X (H) 14.8 X (D) 15.3
WEIGHT : 90.0 KGS WEIGHT : 50.0 KGS
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Features:
ES BAS 10 ES ECO AA
1. No Keys No Fuss: 1. No Keys No Fuss:
Self programmed code by the user for operation Self programmed code by the user for operation
eliminating the risk of loss, duplication and miss use. eliminating the risk of loss, duplication and misuse.
2. Auto Secure Mode: 2. Dual Password System:
Three wrong code inputs consecutively puts the safes Each of the above safes have two codes
in a secure mode resulting in, inactive keypad for USER CODE ----------- 6 Digits
5 minutes. MASTER CODE ------- 6 Digits
3. Low Energy Consumption: 3. Auto Secure Mode:
4x AA/1.5V pencil cell on an average last for one year Three wrong code inputs consecutively puts the safes
approx 3 operation per day. in a secure mode resulting in inactive keypad for 3
4. Low Battery Indicator: minutes.
This special feature provides an audio-visual alarm to the
user to replace the batteries well in time. SIZE EXTERNAL : CMS (W) 35 X (H) 24.5 X (D) 24.4
INCHES (W) 13.8 X (H) 9.6 X (D) 9.6
WEIGHT : 14.0 KGS

PRODUCT CODE : OES-BAS-10

SIZE EXTERNAL : CMS (W) 30 X (H) 19.6 X (D) 20
INCHES (W) 11.8 X (H) 7.7 X (D) 7.8
WEIGHT 1 1.0KGS
FEATURES:

The Portable Fire Proof Safe:

1. Ensuring the inner temperature less than 165° C, when
exposed to 760° C.

2. ldeal for storing Electronic Data and important
documents/ cash.

PRODUCT CODE : FP-CH-11

SIZE EXTERNAL : CMS (W) 37 X (H) 25.5 X (D) 15.5
INCHES (W) 14.5 X (H) 10 X (D) 6.1
WEIGHT : 6.0 KGS




